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Thickness & Dimensional Tolerances

Size Range (mm) Tolerance 
1–10 ±0.2 
11–30 ±0.3 
31–50 ±0.5 
51–70 ±0.7 
71–100 ±0.7 
101–150 ±1.0 
151–200 ±1.5 
201–300 ±2.0 

Length / Width Tolerance: Thermal Pads 

Thickness Tolerance: Thermal Pads 

Thickness (mm) Tolerance 
0.3 ±0.03 
0.5 ±0.05 
0.8 ±0.08 
1.0 ±0.10 
1.2 ±0.12 
1.5 ±0.15 
2.0 ±0.25 
2.5 ±0.30 
3.0 ±0.30 
3.5 ±0.30 
4.0 ±0.35 
4.5 ±0.35 
5.0 ±0.40 
6.0 ±0.45 
7.0 ±0.45 
8.0 ±0.45 
9.0 ±0.50 
10.0 ±0.55 
11.0 ±0.55 
12.0 ±0.55 
Above 12 ±0.85 

Length (mm) Tolerance 
0–100 ±0.3 
101–200 ±0.4 
201–300 ±0.5 
301–400 ±0.6 
401–500 ±0.7 
501–600 ±0.9 
Above 601 ±0.9 
Tape length (roll): 
10~50mm -0,+50cm

Length / Width Tolerance: T62 / T68 /TG-P100 

Thickness (mm) Tolerance 
0.15 ±0.020 
0.18 ±0.020 
0.20 ±0.020 
0.25 ±0.025 
0.30 ±0.030 
0.40 ±0.040 
0.45 ±0.045 

Thickness Tolerance: T62 / T68 / TG-P100 

Length (mm) Width (mm) Thickness (mm) 
10 ±0.5 10 ±0.5 t2.0 ±0.2 
15 ±0.5 15 ±0.5 t2.5 ±0.2 
20 ±0.5 15 ±0.5 t2.0 ±0.2 
20 ±0.5 20 ±0.5 t2.0 ±0.2 
20 ±0.5 20 ±0.5 t2.5 ±0.2 
30 ±0.5 30 ±0.5 t2.0 ±0.2 
30 ±0.5 30 ±0.5 t2.5 ±0.2 
40 ±0.5 40 ±0.5 t2.5 ±0.2 

Ceramic Heat Spreader Tolerances: XL-25 Series

Size (mm) Tolerance 
1–30 ±0.25 
31–120 ±0.45 
121–300 ±0.60 

Aluminium Heatsink Tolerances: TGH Series 




